
LABEL  CAUTION
"A"         TANK NOT INTENDED FOR PRESSURE OR VACUUM USE.  TANK IS INTENDED FOR

        STATIONARY INSTALLATION ONLY AND NOT FOR TRANSPORT OF ANY PRODUCT
B100A         OVER ROADS OR HIGHWAYS.  MISUSE OF THIS PRODUCT COULD RESULT IN A

        DANGEROUS OR HAZARDOUS CONDITION.

LABEL  CAUTION
"B"            TANK MAY CONTAIN HAZARDOUS MATERIALS AND/OR VAPORS.  TO AVOID

           EXPLOSION, FIRE, OR INHALLATION OF MATERIALS AND/OR VAPORS, DO NOT
B100B            REMOVE LID OR ENTER TANK UNTIOL APPROPRIATE PRECAUTIONARY STEPS

           HAVE BEEN TAKEN TO ENSURE THE SAFETY OF YOURSELF AND OTHERS.

LABEL   TANK HAS INTEGRAL STEEL FOUNDATION,
"C"   AND IS FOR STATIONARY USE ONLY.

B100C   LIFT OR TRANSPORT ONLY WHEN EMPTY.

LABEL      THIS TANK  REQUIRES  EMERGENCY
"D"      RELIEF  VENTING,  CAPACITY  NOT

     LESS THAN         CU. FT. PER HR.

LABEL   MANHOLE IS PROVIDED WITH LONG BOLTS
"E"   TO PERMIT EMERGENCY RELIEF VENTING.

B100E   DO NOT REPLACE WITH SHORTER BOLTS.

LABEL  KEEP   SPACE   BETWEEN   OUTER 
"F"  TANK   AND   INNER  TANK   VENTED 

B100F  TO   ATMOSPHERE.

LABEL   INTERIOR  TANK  MUST  BE  PRESSURIZED
"G"   TO  5  P.S.I.G.  WHILE  PRESSURE  TESTING
B100G   EXTERIOR  TANK.
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