
LABEL   THIS  TANK  REQUIRES  EMERGENCY  RELIEF
"H"   VENTING  CAPACITY  NOT   LESS   THAN

  CU.  FT.  PER  HR. (INNER  TANK)  AND                CU.
B100H   FT.  PER HR.  (ANNULAR  SPACE).

LABEL       TANK  HAS  INTEGRAL  STEEL  FOUNDATION,  AND  IS  FOR
"J"       STATIONARY USE ONLY.  LIFT OR TRANSPORT ONLY WHEN

      EMPTY.  THIS TANK REQUIRES EMERGENCY RELIEF VENTING.
B100J       CAPACITY NOT LESS THAN. CU. FT. PER HR.

LABEL     KEEP  SPACE  BETWEEN  OUTER  WRAP  AND  INNER
"K"     TANK  VENTED  TO  ATMOSPHERE.   LOOSE  FITTING
B100K     THREAD PROTECTORS MAY BE USED DURING TRANSIT.

LABEL       THIS  TANK  REQUIRES  EMERGENCY  RELIEF
"L"    VENTING.    CAPACITY  NOT  LESS  THAN

B100L     CU. FT.  PER  HR.  TANK  IS  INTENDED
         FOR  STATIONARY  INSTALLATION  ONLY.

LABEL     THE  ANNULAR  SPACE  REQUIRES  EMERGENCY
"M"     RELIEF  VENTING.   CAPACITY  NOT  LESS  THAN
B100M          CU. FT. PER HR.   PRESSURIZE  PRIMARY

    TANK WHEN PRESSURE TESTING ANNULAR SPACE.

LABEL   THIS  TANK  INTENDED  FOR  STATIONARY
"N"   USE  ONLY.  DIKE  CAPACITY  110%  OF

B100N   PRIMARY  TANK  VOLUME.

LABEL    SLOPE  INSTALLATION  WITH
"P"      MONITORING  ACCESS  END  OF TANK

B100P       AT  LOWEST  POINT.
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