
  
  MATERIALS: 
   
   PAN AND LID ARE OF SPUN 
   COLD ROLLED STEEL. 
 
 
   FILL AND DRAIN OPENINGS, 
   STEEL SCH 40 MINIMUM. 
 
   
   FINISH IS EPOXY 
   POWDERCOATED, INTERIOR 
   AND EXTERIOR (ALTERNATE 
   STAINLESS STEEL). 
  
   
 
   
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

CAUTION 
FLAMMABLE OR COMBUSTIBLE 
LIQUIDS/VAPORS MAY BE 
PRESENT.  KEEP AWAY SPARKS, 
FLAME, IGNITION SOURCES.  
EXTINGUISH SMOKING MATERIALS.  
FOR USE ONLY ON PROPERLY 
VENTED ABOVEGROUND STORAGE 
TANKS.  KEEP LID CLOSED AND 
OPENINGS SECURELY PLUGGED 
EXCEPT DURING ACTUAL TANK 
FILLING. 

This drawing and design are proprietary to 
BAKER INDUSTRIES NORTHWEST, and 
may not be copied or duplicated in whole 
or in part without the written permission of 
BAKER INDUSTRIES NW.  #800 TANK TOP SPILL CONTAINMENT 
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